
 

 

 

BETOSAN s.r.o. – repair and special materials for construction 

ČSN EN ISO 9001; ČSN EN ISO 14001; ČSN ISO 45001 
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DENSOCRETE WSA 
Stabilizing admixture for underwater concreting 

1. Product characteristics 
Single-component powder admixture enabling concreting under water. DENSOCRETE WSA prevents segrega-
tion of concrete or mortar processed under the water surface.  

■ enhances workability of mortars and concretes in the aquatic environment 

■ prevents segregation of mortars and concretes in the aquatic environment 

■ facilitates the concrete laying under water 

■ enables concreting even in running water 

2. Use 
DENSOCRETE WSA is a special stabilizing admixture intended for use for concert casting or mortar mixtures 
processing under the water surface. It is used primarily for repairs of water works, dams, ponds overflows, pillars 
of bridges, embankments and other concrete or reinforced concrete structures located under the water surface 
throughout the concreting or rehabilitation. The usual consumption is 5 to 10 kg/m3 of mixture, (see below). 

3. Physical and mechanical parameters 
 

Color Non-standard beige 

Alkali content (%) max. 1.0 

Content of water-soluble chlorides (%)  max. 0.1 

4. Test certificates 
The product is certified according to § 12 of Act No. 22/1997 Coll. and according to § 6 of Government Regulation 
No. 163/2002 Coll. as amended. 
Continuous independent production quality control is provided by AZL 1687 LABBET®. 
Supervision of Quality Management Systems, Environmental Relations and OSH is carried out by Certification 
Body No. 3029  

5. Instruction for preparation and application 
The admixture is dry blended in mortars or concretes. A common gravity mixer can be used. It is recommended to 
prolong the mixing time for about 45 seconds so the admixture is homogenized well with the material. The admix-
ture can be used together with a plasticizer or a setting accelerator. It is always advisable to carry out a testing for 
specific composition with all the admixtures. 

6. Specific consumption 
Specific consumption amounts to ca 5 to 10 kg of admixture per 1 m3 of the composition. It is advisable to test, in 
cooperation with the manufacturer, the dosage for a selected composition in dependence on the purpose of pro-
cessing the mixture. When using concrete with a low content of cement it is necessary to increase a dosage of 
the admixture. This higher dose leads to a small increase in the content of air in the mixture. It is always advisable 
to carry out a testing. 

7. Packing and storage 
The admixture is supplied in PE buckets of 5 kg weight. DENSOCRETE WSA must be efficiently protected 
against moisture during transportation and storage. Shelf life in undamaged packing is 6 months. 
After the expiration of min. shelf life, which is stated on the packaging, ingredients are not fully effective at reduc-
ing chromium VI below 2 ppm. 

8. Health protection at work 
Handling the DENSOCRETE WSA admixture does not require any extraordinary hygienic precautions. The prod-
uct contains alkalis and therefore any contamination of mainly eyes or mucous membrane must be prevented. 
Issued MSDS meets the requirements of EC-Regulation 1907/2006, Article 31.   
Because the product meets the criteria for classification as hazardous, it is necessary to provide the recipient or 
carriers with MSDS. 
In countries where regulation REACH (para. 33.1): EU regulation on chemicals and their safe use (REACH: EC 
1907/2006) is valid, professional users and distributors must be provided with following information automatically 
and without request:  
This product is subject to Regulation (EC) no. 1907/2006 (REACH). It does not contain any substances that could 
be released from product under normal or reasonably foreseeable conditions of use. Therefore, there are no reg-
istration requirements for substances in articles within the meaning of. Article 7.1 of the Regulation. 
Based on our current knowledge, this product does not contain SVHC (substances of very high concern) from 
candidate list published by the European Chemicals Agency in concentrations above 0.1% (w / w). 
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9. Waste disposal 
During disposal of contaminated packages or clearing debris from product, it is necessary to follow the Act no. 
185/2001 Coll. on waste, as amended. 

10. Important notice 
All information mentioned above, especially advice for processing and application of our products, is based on our 
knowledge from the development of chemical products and on years of experience with applications in practice at 
standard conditions, and proper storage and use. Due to the differing conditions during processing, high count of 
products, varying nature and modifications of base and other external influences, the procedure based on the 
information provided or on other written or oral recommendations, may not always ensure satisfactory working 
results. BETOSAN s.r.o. assumes no liability for provided advice or recommendation. The applicator must prove, 
that he submitted complete information on time and in writing which is necessary for a proper detailed assess-
ment by BETOSAN s.r.o. The applicator must test the suitability of the products for the intended application. Pro-
prietary rights of third parties, above all, must be taken into account. All received are orders subject to our current 
"General sales and delivery conditions ". Please always make sure that you follow the most recent issue of the 
Technical Data Sheet. It is available, along with other information, at our Technical Department or at 
www.betosan.cz 
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NOTICE: 

 

Properties of concrete or repair mortar containing DENSOCRETE WSA admixture also depend on the selected 
aggregates, cement and other possible ingredients. The effectiveness of DENSOCRETE WSA admixture with a 

specific composition must be always pre-tested. 
 
 
 
 

 
 BETOSAN s.r.o., Na Dolinách 28, 147 00 Praha, Czech Republic 

Bussiness and technical office Nová cesta 291/40, 140 00 Prague 4, Czech Republic 

Tel./fax.:+420 241 431 212, tel.:+420 241 431 215 

E-mail: praha@betosan.cz, www.betosan.cz 


