
 

 

 

BETOSAN s.r.o. – repair and special materials for construction     

ČSN EN ISO 9001; ČSN EN ISO 14001; ČSN ISO 45001  
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PENESTONE SH 
Priming agent for reinforcing masonry when applying SANOFIX restoration 
system  

1. Product characteristics 
PENESTONE SH is a liquid priming agent with hydrophobic effect designed for deep impregnation of masonry. 

■ delivered in optimal consistency for direct application 

■ increases the resistance of treated surfaces to crystallizing salts and aggressive water 

■ does not affect the vapor permeability of treated materials 

■ suitable for both interior and exterior application 

■ permanently reduces the absorbability of treated surfaces 

■ strengthens the base and improves the adhesion of SANOFIX sealing screeds 

■ simple application, applied by painting or spraying 

2. Use  
PENESTONE SH is a solution of silicic acid with a low content of stabilizing alkalis. It is intended for insulation, 
reinforcement and repair of masonry in the SANOFIX system. It is suitable for both brick and mixed masonry in 
both old buildings and new buildings. In treated masonry, it prevents capillary rising of moisture and serves as a 
priming layer for combination with SANOFIX WPK and SANOFIX WPV screeds.  

3. Physical and mechanical properties 
 

Color Milky white liquid 

Density (at 20 °C) (kg / m3) 1050 ± 20 

Viscosity (at 20 °C) (mPa.s) 5 

pH (at 20°C) 8.5 ± 0.5 

4. Test certificates 
The product is certified according to § 12 of Act No. 22/1997 Coll. and according to § 6 of Government Regulation 
No. 163/2002 Coll. as amended. 
Continuous independent production quality control is provided by AZL 1687 LABBET®. 
Supervision of Quality Management Systems, Environmental Relations and OSH is carried out by Certification 
Body No. 3029 

5. Instruction for preparation and application 
The base. The surface of brickwork, masonry or concrete that is to be restored must be thoroughly cleaned of old 
plaster, any impurities and dust. Previous rendering and plaster must be removed up to a height of approximately 
100cm above the boundary of capillary rising moisture. The mortar of both vertical and horizontal joints must be 
scraped off to a depth of about 2cm. Any damaged wall elements (bricks, stones) should be replaced. In extreme 
cases, the wall should be re-profiled with WATERFIX XP TH restoration re-profiling material. Before application of 
the PENESTONE SH agent, the surface must be cleaned with pressure air or a steel wire brush. Within the 
frame-work of preparations for restoration, samples should be taken for determining the moisture content of the 
brickwork and the content of salts (sulphates, nitrates, chlorides) in the mortar and the bricks or stones. The opti-
mum thickness of the restoration rendering system may then be determined accurately according to these results.  
Neither temperature of base nor temperature of ambient air shall be below + 5 °C and above + 30 °C. 
Application of the agent is carried out by means of a suitable air-less apparatus, roller or brush, usually in two 
layers, in an amount sufficient to soak the treated material. The purpose is not to create a film on the surface of 
the material but to infuse the agent to the maximum depth. 

6. Specific consumption 
PENESTONE SH is applied to the surface in an amount of 0.15 to 0.25 liters per 1 m2 according to the absorba-
bility of the treated surface. 

7. Packaging and storage 
PENESTONE SH is supplied in 10 liter PE cans. Shelf life in original undamaged packing is 24 months. Store at 
temperatures between 5 ºC and 30 ºC. 

8. Health protection at work 
When working with PENESTONE SH, follow the instructions on the package and on the safety data sheet. In 
general, proper protective equipment should be worn when working with PENESTONE SH, eating, drinking and 
smoking is prohibited. Effective ventilation must be provided when working indoors 
Issued MSDS meets the requirements of EC-Regulation 1907/2006, Article 31.   
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Because the product meets the criteria for classification as hazardous, it is necessary to provide the recipient or 
carriers with MSDS. 
In countries where regulation REACH (para. 33.1): EU regulation on chemicals and their safe use (REACH: EC 
1907/2006) is valid, professional users and distributors must be provided with following information automatically 
and without request:  
This product is subject to Regulation (EC) No. 1907/2006 (REACH). It does not contain any substances that could 
be released from product under normal or reasonably foreseeable conditions of use. Therefore, there are no reg-
istration requirements for substances in articles within the meaning of. Article 7.1 of the Regulation. 
Based on our current knowledge, this product does not contain SVHC (substances of very high concern) from 
candidate list published by the European Chemicals Agency in concentrations above 0.1% (w / w). 

9. Waste disposal 
During disposal of contaminated packages or clearing debris from product, it is necessary to follow the Act No. 
185/2001 Coll. on waste, as amended. 

10. Important notice 
All information mentioned above, especially advice for processing and application of our products, is based on our 
knowledge from the development of chemical products and on years of experience with applications in practice at 
standard conditions, and proper storage and use. Due to the differing conditions during processing, high count of 
products, varying nature and modifications of base and other external influences, the procedure based on the 
information provided or on other written or oral recommendations, may not always ensure satisfactory working 
results. BETOSAN s.r.o. assumes no liability for provided advice or recommendation. The applicator must prove, 
that he submitted complete information on time and in writing which is necessary for a proper detailed assess-
ment by BETOSAN s.r.o. The applicator must test the suitability of the products for the intended application. Pro-
prietary rights of third parties, above all, must be taken into account. All received are orders subject to our current 
"General sales and delivery conditions ". Please always make sure that you follow the most recent issue of the 
Technical Data Sheet. It is available, along with other information, at our Technical Department or at 
www.betosan.cz 
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