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6C 
UNICRETE AMC 
Single-component polymeric adhesive bridge 

1. Product characteristics 
Single-component polymeric adhesive bridge for UNICRETE screed anchoring on common and oily substrates. 

◼ supplied as a single component 

◼ ideal workability, applied by brush, roller or spray gun 

◼ completely tight against penetration of oils, diesel fuel, while completely waterproof at the same time 

◼ excellent adhesion to both cleaned and oily concrete and cement screeds 

◼ loadable within 24 hours 

2. Use 
UNICRETE AMC is a single-component, oil-resistant, polymeric adhesive bridge designed to anchor the 
UNICRETE system, especially in difficult conditions of oily and otherwise greasy substrates of industrial floors. 
After maturing, it is permanently resistant to oils, water and all weather conditions.  

3. Physical and mechanical parameters 

Basic characteristics according to EN 13813 - UNICRETE + UNICRETE AMC system 

Property Declared value or class 

Reaction to fire class A1fi (screed) 

Release of hazardous substances CT (screed) 

Water permeability (kg·m-2·h-0,5) < 0,1 (system) 

Water vapor permeability (kg·s-1·m-1·Pa-1) 0,01·10-9 (screed) 

Compressive Strength (MPa) > 80 (screed) 

Tensile bending strength (MPa) > 9,0 (screed) 

Abrasion Resistance [Böhme] (cm3/50 cm2) < 15 (screed) 

Adhesion (MPa) > 1,5 (system) 

Other physical and mechanical properties – UNICRETE AMC 

Color Grey 

Minimum film-forming temperature (°C) + 5 

Oil tightness *) 120 min (l/m2) 0.0 

Watertightness120 min (l/m2) 0.0 

Note: the test was performed according to the methodology of ZP 02/2004 BETOSAN 

4. Test certificates 
The product is certified according to Act No. 22/1997 Coll. and Regulation (EU) No 305/2011 of the European 
Parliament and of the Council (CPR). 
Continuous independent production quality control is provided by AZL 1687 LABBET®. 
Supervision of Quality Management Systems, Environmental Relations and OSH is carried out by Certification 
Body No. 3029.  

5. Instruction for preparation and application  
The substrate must be adequately cohesive, free of impurities and any older degraded coatings. Local defects 
(cavities, holes, larger cracks, etc.) should be repaired using the WATERFIX XP (TH) or MONOCRETE rapid XP 
(TH) series. In case that there are inactive cracks, work joints or other defects in the substrate, it is advisable to fill 
them with oil-resistant sealant. Substrate moisture content should not exceed 8%. 
Adhesive bridge preparation. UNICRETE AMC is supplied as a single-component material. It is prepared only by 
mixing it using a suitable hand mixer, or with a slow-speed electric propeller stirrer. It is advisable to protect the 
prepared adhesive bridge against unnecessary drying by closing the container. 
Application. The adhesive bridge is applied on prepared substrates using a brush, roller or spray gun. It is advisa-
ble to apply it in cross-sections (brush strokes or roller in perpendicular directions). The material is applied in two 
or three layers, depending on the quality of the substrate and the type of exposure, at 12 to 24-hour intervals. 
Depending on the absorbency and moisture content of the substrate, it is advisable to prime the substrate with 
DENSOCURE W. Dry and absorbent substrates require priming. The drying time of the adhesive bridge is about 
2 hours. 
Neither the temperature of the substrate nor the ambient atmosphere must be below + 5 ° C and above + 35 ° C 
during application. 
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6. Specific consumption 
For a standard two-layer adhesive bridge, specific consumption is about 0.6 kg/m2. When applying three layers, 
the specific consumption is about 0.8 kg/m2.  

7. Packing and storage  
UNICRETE AMC is supplied in PE buckets of netto weight of 10 kg. The product should be stored in its original 
packaging at temperatures between + 5 ° C and + 30 ° C. Shelf life of the product in intact original packaging is 12 
months. 

8. Health protection at work 
Working with UNICRETE AMC adhesive bridge does not require any extraordinary hygienic precautions. The 
product contains alkalis and therefore any contamination of mainly eyes or mucous membrane must be prevent-
ed. Health and labour safety rules applicable to work with cement or lime mortars are to be adhered to. 
Issued MSDS meets the requirements of EC-Regulation 1907/2006, Article 31.   
Because the product meets the criteria for classification as hazardous, it is necessary to provide the recipient or 
carriers with MSDS. 
In countries where regulation REACH (par. 33.1): EU regulation on chemicals and their safe use (REACH: EC 
1907/2006) is valid, professional users and distributors must be provided with following information automatically 
and without request:  
This product is subject to Regulation (EC) no. 1907/2006 (REACH). It does not contain any substances that could 
be released from product under normal or reasonably foreseeable conditions of use. Therefore, there are no reg-
istration requirements for substances in articles within the meaning of. Article 7.1 of the Regulation. 
Based on our current knowledge, this product does not contain SVHC (substances of very high concern) from 
candidate list published by the European Chemicals Agency in concentrations above 0.1% (w / w). 

9. Waste disposal 
During disposal of contaminated packages or clearing debris from product, it is necessary to follow the Act No. 
185/2001 Coll. on waste, as amended. 

10. Important notice 
All information mentioned above, especially advice for processing and application of our products, is based on our 
knowledge from the development of chemical products and on years of experience with applications in practice at 
standard conditions, and proper storage and use. Due to the differing conditions during processing, high count of 
products, varying nature and modifications of base and other external influences, the procedure based on the 
information provided or on other written or oral recommendations, may not always ensure satisfactory working 
results. BETOSAN s.r.o. assumes no liability for provided advice or recommendation. The applicator must prove, 
that he submitted complete information on time and in writing which is necessary for a proper detailed assess-
ment by BETOSAN s.r.o. The applicator must test the suitability of the products for the intended application. Pro-
prietary rights of third parties, above all, must be taken into account. All received are orders subject to our current 
"General sales and delivery conditions ". Please always make sure that you follow the most recent issue of the 
Technical Data Sheet. It is available, along with other information, at our Technical Department or at 
www.betosan.cz 
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6C 

11. CE marking 

 

BETOSAN s.r.o. 
Na Dolinách 28, 147 00 Prague 4 

17 

6C-1/072013 

EN 13813:2002  
CT-C80-F7-B1,5-A15 

UNICRETE + UNICRETE AMC 
Self-leveling screed for industrial floors and adhesive bridge 

Reaction to fire A1fi (screed) 

Release of hazardous substanc-
es 

CT (screed) 

Water permeability < 0,1 kg/m2·h0,5 (system) 

Water vapor permeability 
0,01·10-9 kg·s-1·m-1·Pa-1 

(screed) 

Compressive Strength class C80 (screed) 

Tensile bending strength class F7 (screed) 

Abrasion Resistance class A15 (screed) 

Sound insulation NPD 

Sound absorption NPD 

Thermal resistance NPD 

Chemical resistance NPD 

Adhesion class B1,5 (system) 

 

Technical Data Sheet No. 6C-1 

Issued 1.1.2019 

BETOSAN s.r.o., Na Dolinách 28, 147 00, Prague, Czech Republic 

Commercial and technical office: Nová cesta 291/40, 140 00, Prague 4, Czech Republic 

Phone/fax.:+420 241 431 212, phone.:+420 241 431 215 

E-mail: praha@betosan.cz, www.betosan.cz 


